
Timber Composite
Door Blanks

Achieve a low U-Value with a
high performance timber door blank.

Made to measure with a choice
of stiles & rails sizes. 

Secured By Design option.

A cost effective way to produce
a quality exterior door.



Product Data

O.H. Industri A/S
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7430 Ikast 

Denmark

T: +45 9725 1200

F: +45 9725 1617

ohi@oh-industri.dk 
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Thickness U-Value  Core Weight Max size
     mm W/m2K material kg/m2 mm

Specification

Standard
Materials available: ChenChen for paint/stain, 
Oak, Mahogany, HDF, Compact Laminate

Stiles & Rails options: Oak, Mahogany, Pine

Extra Plywood (2x4mm)
Materials available: ChenChen for paint/stain, 
Oak, Mahogany, HDF, Compact Laminate

Stiles & Rails options: Oak, Mahogany, Pine

PAS24 (Secured by design)

Extra Plywood (2x9mm)
Materials available: ChenChen for paint/stain, 
Oak, Mahogany, HDF, Compact Laminate

Stiles & Rails options: Oak, Mahogany, Pine

PAS24 (Secured by design)

Extra Stiles & Rails (110 mm)
Materials available: ChenChen for paint/stain, 
Oak, Mahogany, HDF, Compact Laminate

Stiles & Rails options: Oak, Mahogany, Pine
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